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Sonetto  New!

Italian Poetry

Sonus faber always found its inspiration in the highest Italian culture.  

This time we entrusted the history of our Literature for 

representing the new Sonetto Collection.

The Sonetto (Sonnet) is the most ancient Italian Poetic structure.  

Originally it meant ``Sound, Melody``and was traditionally used to 

accompany music performances. The first step in the Sonus faber

world brings the name of the foundations of Literature history in

Italy and in the rest of the world.

Sonetto I Wood / Black (White available to special order)

2-way standmount vented loudspeakers

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Ø 29mm

Mid-woofer: Custom diaphragm made with cellulose

pulp and other natural fibers, Ø 150mm

Cross-over: 2,500 Hz

Frequency response: 45 Hz - 25,000 Hz

Sensitivity: 87dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 30 - 150W, without clipping

Dimensions: 359 (1090 stand inc.) x 219 x 305mm (HxWxD) RRP pr

Weight: 5.5 kg net each (stand not included) $2,995

Sonetto II Wood / Black (White available to special order)

2-way standmount vented loudspeakers

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Ø 29mm

Mid-woofer: Custom diaphragm made with cellulose

pulp and other natural fibers, Ø 165mm

Cross-over: 2,650 Hz

Frequency response: 42 Hz - 25,000 Hz

Sensitivity: 87dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 40 - 200W, without clipping

Dimensions: 370 (1101 stand inc.) x 250 x 334mm (HxWxD) RRP pr

Weight: 6.8 kg net each (stand not included) $3,995

 Sonetto Stand Black

Optional Dedicated Stand for Sonetto I / II RRP pr

$895.00
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Sonetto (cont')

Sonetto III Wood / Black (White available to special order)

3-way floorstanding vented loudspeakers

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Ø 29mm

Mid-woofer: Custom diaphragm made with cellulose

pulp and other natural fibers, Ø 150mm

Woofers: Ultra-free compression basket, aluminum

cone for maximum speed. Ø 2x150mm cone drivers

Cross-over: 220 Hz - 3,250 Hz

Frequency response: 42 Hz - 25,000 Hz

Sensitivity: 89dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 50 - 250W, without clipping

Dimensions: 1018 x 219 x 305mm (HxWxD) RRP pr

Weight: 16.0 kg net each $6,495

Sonetto V Wood / Black (White available to special order)

3-way floorstanding vented loudspeakers

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Ø 29mm

Mid-woofer: Custom diaphragm made with cellulose

pulp and other natural fibers, Ø 150mm

Woofers: Ultra-free compression basket, aluminum

cone for maximum speed. Ø 2x180mm cone drivers

Cross-over: 235 Hz - 3,000 Hz

Frequency response: 38 Hz - 25,000 Hz

Sensitivity: 90dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 50 - 300W, without clipping

Dimensions: 1072 x 258 x 409mm (HxWxD) RRP pr

Weight: 22.6 kg net each $8,995

Sonetto VIII Wood / Black (White available to special order)

3-way floorstanding vented loudspeakers

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Ø 29mm

Mid-woofer: Custom diaphragm made with cellulose

pulp and other natural fibers, Ø 150mm

Woofers: Ultra-free compression basket, aluminum

cone for maximum speed. Ø 3x180mm cone drivers

Cross-over: 270 Hz - 3,000 Hz

Frequency response: 36 Hz - 25,000 Hz

Sensitivity: 90dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 50 - 300W, without clipping

Dimensions: 1188 x 283 x 427mm (HxWxD) RRP pr

Weight: 26.3 kg net each $11,995

RRP Price List - November 2018 - Page 2 of 10



107 Northern Road
Heidelberg Heights Victoria 3081

Phone: (03) 9459 7474
Facsimile: (03) 9459 4343

E-mail: info@synergyaudio.com
Internet: www.synergyaudio.com

ABN: 53 089 621 223

Sonetto (cont')

Sonetto Wall Wood / Black (White available to special order)

2-way on-wall speaker. Passive radiator design

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Neo Magnet system. Ø 29mm

Mid-woofers: Ultra-free compression basket. Custom

diaphragm made with cellulose pulp and other natural

fibers, Ø 150mm cone driver. Ø 150mm cone passive

radiator

Cross-over: 3,800 Hz

Frequency response: 60 Hz - 25,000 Hz

Sensitivity: 89dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 30 - 150W, without clipping

Dimensions: 500 x 291 x 163mm (HxWxD) RRP ea

Weight: 4.8 kg net each $1,995

Sonetto Center I Wood / Black (White available to special order)

2-way centre speaker with vented box design

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Neo Magnet system. Ø 29mm

Mid-woofers: Ultra-free compression basket. Custom

diaphragm made with cellulose pulp and other natural

fibers, 2x Ø 150mm cone drivers

Cross-over: 1,550 Hz

Frequency response: 60 Hz - 25,000 Hz

Sensitivity: 90dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 50 - 200W, without clipping

Dimensions: 242 x 495 x 303mm (HxWxD) RRP ea

Weight: 6.5 kg net each $1,995

Sonetto Center II Wood / Black (White available to special order)

3-way centre speaker with vented box design

Tweeter: IƛƎƘ 5ŜŦƛƴƛǘƛƻƴ 5!5ϰ ŘǊƛǾŜǊΦ 5Ya ŘƻƳŜ

diaphragm, Neo Magnet system. Ø 29mm

Mid-woofers: Ultra-free compression basket. Custom

diaphragm made with cellulose pulp and other natural

fibers, 2x Ø 150mm cone drivers

Woofers: Ultra-free compression basket, aluminum

cone for maximum speed. Ø 2x150mm cone drivers

Cross-over: 220 Hz - 1,650 Hz

Frequency response: 42 Hz - 25,000 Hz

Sensitivity: 91dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 50 - 300W, without clipping

Dimensions: 289 x 743 x 409mm (HxWxD) RRP ea

Weight: 16.2 kg net each $3,995
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Gravis Subwoofers  Coming soon!

Gravis I Walnut, Piano Black (Matte White available to special order)

Closed box loading, down firing active subwoofer

Woofer: 1x 120mm (8") very long throw, treated paper

cone, wide rubber surround woofer

Amplification: High linearity Class AB 150W RMS (250W peak)

Frequency response @ -6dB/@-3dB (in room): From 30/40 Hz

to Fc (user adjustable)

Independent Master and LFE volume controls

Power Consumption: 0.5W (Stand-by), 250W (Rated power) RRP

Dimensions (HxWxD): 334 x 286 x 316mm (including feet) $1,495

Weight: 14.5 kg

Gravis II Walnut, Piano Black (Matte White available to special order)

Passive radiator bass-reflex loading active subwoofer

Woofer: 1x 260mm (10") very long throw, treated paper

cone, wide rubber surround woofer

Passive radiator: 1x 260mm (10") very long throw, treated

paper cone, wide rubber surround

Amplification: High linearity Class AB 350W RMS (700W peak)

Frequency response @ -6dB/@-3dB (in room): From 25/35 Hz

to Fc (user adjustable)

Independent Master and LFE volume controls

Power Consumption: 0.5W (Stand-by), 450W (Rated power) RRP

Dimensions (HxWxD): 404 x 356 x 408mm (including feet) $2,195

Weight: 21.5 kg

Gravis V Wenge, Red and Black

Closed box loading, single driver, active subwoofer

Woofer: 1x 320mm (12") double coil 4+4ohm, very long

throw, sandwich honeycomb cone, wide rubber surround

Amplification: High performance Class AB amplifier 850W

Frequency response: 20Hz (@-6dB, acoustic Linkwitz, EQ1

setting) to Fc (user continuously adjustable)

Controls: Direct access Master volume; App control

featuring: volume, crossover frequency, signal phase,

paramatric EQ (4 presets), delay, auto EQ, auto power

Audio inputs: 2x RCA, 2x XLR, 1x High level Speakon©

Power Consumption: 0.5W (Stand-by), 1200W (peak) RRP

Dimensions (HxWxD): 455 x 448.5 x 448.5mm (including feet) $7,495

Weight: 32 kg

Gravis VI Wenge, Red and Black

Closed box loading, two-driver, active subwoofer

Woofer: 2x 320mm (12") double coil 4+4ohm, very long

throw, sandwich honeycomb cone, wide rubber surround

Amplification: High performance Class AB amplifier 1800W

Frequency response: 18Hz (@-6dB, acoustic Linkwitz, EQ1

setting) to Fc (user continuously adjustable)

Controls: Direct access Master volume; App control

featuring: volume, crossover frequency, signal phase,

paramatric EQ (4 presets), delay, auto EQ, auto power

Audio inputs: 2x RCA, 2x XLR, 1x High level Speakon©

Power Consumption: 0.5W (Stand-by), 1800W (peak) RRP

Dimensions (HxWxD): 616 x 448.5 x 585.5mm (including feet) $10,995

Weight: 52 kg
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Olympica

Olympica I Walnut / Wenge

2-way standmount vented loudspeakers

Cabinet: "Lyre shape", progressive thickness

triple curvature walls. Solid walnut vertical clamps.

Tweeter: Sf "Arrow Point", 29mm Damped Apex Dome

Mid-woofer: Sf design, 150mm, ultra dynamic linearity

Natural leather top cover and front baffle

Vertically aligned side-firing reflex port

Frequency response: 50 - 30,000Hz, tuning port included

Sensitivity: 87dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 40 - 150W, without clipping RRP pr

Dimensions: 354 x 222 x 368mm (HxWxD) $8,495

 Olympica Stand Black

Optional Dedicated Stand for Olympica I RRP pr

Dimensions: 708 x 287 x 376mm (HxWxD) $1,895.00

Olympica Center Walnut / Wenge

3-way centre, vented loudspeaker

Cabinet: "Lyre shape", progressive thickness

triple curvature walls. Solid walnut vertical clamps.

Tweeter: Sf "Arrow Point", 29mm Damped Apex Dome

Midrange: Sf M8XTR2, 80mm natural fiber diaphram

Woofers: Sf design, 2x 150mm, ultra dynamic linearity

Frequency response: 50 - 30,000 Hz, tuning port included

Sensitivity: 88dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 50 - 300W, without clipping RRP ea

Dimensions: 230 x 649 x 353mm (HxWxD) $6,995

 Olympica Center Stand Black

Optional Dedicated Stand for Olympica Center RRP

Dimensions: 443 x 438 x 310mm (HxWxD) $1,195.00
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Olympica (cont')

Olympica II Walnut / Wenge

3-way floorstanding vented loudspeakers

Cabinet: "Lyre shape", progressive thickness

triple curvature walls. Solid walnut vertical clamps.

Tweeter: Sf "Arrow Point", 29mm Damped Apex Dome

Midrange: Sf design, 150mm, ultra dynamic linearity

Woofer: 7", descendant of the 'Aida' 9" woofers

Natural leather top cover and front baffle

Vertically aligned side-firing reflex port

Frequency response: 40 - 30,000Hz, tuning port included

Sensitivity: 88dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP pr

Power Handling: 50 - 300W, without clipping $13,995

Dimensions: 1055 x 370 x 472mm (HxWxD)

Olympica III Walnut / Wenge

3-way floorstanding vented loudspeakers

Cabinet: "Lyre shape", progressive thickness

triple curvature walls. Solid walnut vertical clamps.

Tweeter: Sf "Arrow Point", 29mm Damped Apex Dome

Midrange: Sf design, 150mm, ultra dynamic linearity

Woofers: 2 x 7", descendant of the 'Aida' 9" woofers

Natural leather top cover and front baffle

Vertically aligned side-firing reflex port

Frequency response: 35 - 30,000Hz, tuning port included

Sensitivity: 90dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP pr

Power Handling: 50 - 300W, without clipping $18,995

Dimensions: 1114 x 403 x 508mm (HxWxD)
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Special Editions

 Electa Amator III (inc. dedicated stand)  New! Walnut with Marble

2-way standmount, vented loudspeaker system

Tweeter: H28 XTR-04, 28mm "Arrow Point" DAD

Mid-woofer: MW18XTR-04, 180mm

Crossover: 2,500 Hz

Frequency response: 40 - 35,000 Hz

Sensitivity: 88dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 35 - 250W, without clipping

Dimensions: 375 x 235 x 360mm (HxWxD)

Weight: 14.6 kg net each RRP

Stand Dimensions: 720 x 300 x 350mm (HxWxD) $16,995

Stand Weight: 9.5 kg net each

 Stradivari 35th Anniversary  Coming Soon! Classic Red Violin / Graphite (Palladio available to special order)

3-way vented floorstanding loudspeakers

Cabinet: Elliptical shape design, multilayer design,

constrained-mode damping, enclosure formed using

hand selected wood layers, optimized for resonance control

Tweeter: 33mm ultra dynamic linearity neodymium

ring radiator

Midrange: 150mm ultra dynamic linearity driver

Woofers: 2 x 260mm Aluminium/Magnesium alloy cone

Paracross topology crossover: 300Hz - 4,000Hz

Frequency Response: 22 - 40,000Hz, tuning ports included

Sensitivity: 92dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 30 - 300W, without clipping RRP pr

Dimensions: 1370 x 265 x 560mm (HxWxD) $59,995

Weight: 115.8 kg per pair
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 Homage Tradition

 Guarneri Tradition Wenge / Red Violin

2-way vented, with dedicated stand

Cabinet: Double curvature Lute shape with multilple

layers and CNC anodized machined "vibration dampers"

Tweeter: H28 XTR-04, 28mm "Arrow Point" DAD

Mid-woofer: W15 XTR-04, 150mm ultra dynamic

Frequency response: 40-35,000 Hz, inc. stealth reflex port

Sensitivity: 87dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 30 - 250W, without clipping RRP

Dimensions (inc. stand): 758 x 300 x 390mm (HxWxD) $23,995

Includes dedicated stand made entirely of carbon fiber

 Serafino Tradition Wenge / Red Violin

3.5-way vented floorstanding loudspeakers

Cabinet: Double curvature Lute shape with multilple

layers and CNC anodized machined "vibration dampers"

Tweeter: H28 XTR-04, 28mm "Arrow Point" DAD

Midrange: M15 XTR-04, 150mm ultra dynamic

Woofers: 2x W18XTR-08, 180mm sandwich cone

Frequency response: 30-35,000 Hz, inc. stealth reflex port

Sensitivity: 90dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP

Power Handling: 80 - 350W, without clipping $31,995

Dimensions: 1091 x 396 x 485mm (HxWxD)

 Amati Tradition Wenge / Red Violin

3.5-way vented floorstanding loudspeakers

Cabinet: Double curvature Lute shape with multilple

layers and CNC anodized machined "vibration dampers"

Tweeter: H28 XTR-04, 28mm "Arrow Point" DAD

Midrange: M15 XTR-04, 150mm ultra dynamic

Woofers: 2x W22XTR-08, 220mm sandwich cone

Frequency response: 28-35,000 Hz, inc. stealth reflex port

Sensitivity: 90dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP

Power Handling: 100 - 500W, without clipping $42,995

Dimensions: 1176 x 411 x 512mm (HxWxD)

 Homage Vox Tradition - special order Wenge / Red Violin

3-way horizontal loudspeaker system

Cabinet: Double curvature Lute shape with multilple

layers and CNC anodized machined "vibration dampers"

Tweeter: H28 XTR-04, 28mm "Arrow Point" DAD

Mid-woofers: 2x M15 XTR-08, 150mm ultra dynamic

Woofers: 2x W18XTR-08, 180mm sandwich cone

Frequency response: 40-35,000 Hz, inc. stealth reflex port

Sensitivity: 89dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP

Power Handling: 50 - 350W, without clipping $18,995

Dimensions: 315 x 836 x 385mm (HxWxD)
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Reference

 Il Cremonese Red / Walnut (special order)

3.5-way vented floorstanding loudspeakers

Cabinet: Rhomboidal diamond design, upper and lower

dampshelves, Stealth Reflex System, SVT system

Staggered Low Frequencies Emission Technology system

Tweeter: 28mm Arrow Point DAD (Damped Apex Dome)

Midrange: 180mm ultra dynamic linearity driver

Woofers: 2 x 180mm syntatic foam / cellulse pulp

Infra-woofer: 2 x 220mm syntatic foam / cellulse pulp

Paracross topology crossover: 80Hz - 250Hz - 2500Hz

Frequency Response: 25 - 35,000Hz

Sensitivity: 92dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP pr

Power Handling: 100 - 800W, without clipping $69,995

Dimensions: 1449.6 x 398.2 x 621.8mm (HxWxD)

Lilium Red Violin / Walnut

3.5-way floorstanding loudspeakers

Cabinet: Lyra shape, progressive thickness triple

curvature walls. Twin vibration dampers. Decoupled

subwoofer enclosure with ZVT technology

Tweeter: Sonus Faber designed 29mm Arrow Point

Midrange: Sonus Faber designed 180mm 

neodymium magnet ultra dynamic linearity driver

Woofers: 3 x Sonus Faber designed 180mm

lightweight sandwich foam core cellulose drivers

Infra Woofer: 1 x Sonus Faber designed 260mm

lightweight hard paper composite sandwich cone 

with passive radiator and adaptable SPL (rear dial)

Frequency Response: 20 - 35,000Hz

Sensitivity: 92dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms RRP pr

Power Handling: 100 - 800W, without clipping $99,995

Dimensions: 1600 x 491 x 705mm (HxWxD)

 Aida 2017 Red Violin, Wenge

3 and 2/3-way floorstanding loudspeakers

System: {ƻǳƴŘ ŦƛŜƭŘ {ƘŀǇŜǊ ǘŜŎƘƴƻƭƻƎȅΣ ά½ŜǊƻ 

±ƛōǊŀǘƛƻƴ ¢ǊŀƴǎƳƛǎǎƛƻƴϰέ ǘŜŎƘƴƻƭƻƎȅΣ ǇŀǊŀπŀǇŜǊƛƻŘƛŎ 

ǾŜƴǘŜŘ ōƻȄ ά{ǘŜŀƭǘƘ ¦ƭǘǊŀŦƭŜȄ {ȅǎǘŜƳϰέ ŀƴŘ 

staggered low frequency floor standing loudspeaker 

Tweeter: H28 XTR-04 DAD Arrow Point, Ø 28 mm

Midrange: M18 XTR-04 Neodymium Magnet 

System, Ø 180 mm 

Woofers: 2 x W22XTR-12 Neodymium Magnet

System, Ø 220 mm 

Infra Woofer: SW32XTR-08 Neodymium Magnet 

System, Ø 320 mm 

Sound Field Shaper: Tweeter: 29XTR2 DAD Arrow  

Point, Ø 29 mm; Mid: 2 x M8XTR, Ø 80 mm 

Sound Field Shaper controls on rear panel

Frequency Response: 18 - 35,000Hz

Sensitivity: 92dB SPL (2.83V/1m)

Nominal Impedance: 4 ohms

Power Handling: 100 - 1KW, without clipping RRP pr

Dimensions: 1725 x 482 x 780mm (HxWxD) $159,995

Weight: 165 Kg each - net weight
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 Pryma 01

Premium headphones

Type: Circum aural, closed

Transducers: 2 x 40mm dynamic drivers feature

 lightweight Mylar diaphragm and Nd magnet.

 Oversized voice coil made of 99.99% oxygen-free Copper

Impedance: 32 ohm at 1 kHz RRP $699.00

Frequency Response: 10 - 25,000 Hz

Distortion (THD): 0.1% at 90dBspl

Rated Input Power: 120 mW (short term max power)

Power Handling: 30 - 150W, without clipping

Sensitivity: 118 dBspl at 1kHz with 1 mW

Dimensions: 205 x 186 x 76mm (HxWxD) RRP $799.00

Weight: 319g

 Accessories

Pryma Air wireless cable RRP $119.00

Pryma headphone cable RRP $75.00

Headband (special order) RRP $149.00

Coffee & Cream, Pure Black,

Heavy Gold, Rose Gold & Dark

Each Sonus Faber range sold to approved stockists only. All Sonus Faber loudspeakers carry a 5 year warranty. All Pryma products carry a 2 year warranty. Products designated as Special Order (SO) 

are available subject to Sonus Faber's production schedule, air and sea freight schedules.  Prices are subject to change without notice.  All retail prices are recommended only & include 10% goods and 

services tax. 

Grey, Notte finishes:

Carbon Marsala,

Notte Carbon finishes:
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